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Electsical

How 10 wire your car from scratch. Detais basic electrical
theory & troubleshooting. Hace cars, ki cars, street rods,

roslorations & tralers. Tools & lechniques. Gauges, bghts,
ircuit breakers & more.
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won't pull he terminal of the poses

Next, stip the wite the amount 1
quired for the erminal you're wsing. If
‘Youre ot sure how fa back to sip the
wite, hold i alongsid hetermial bare]
and sl the barrelend with your thursb,
Then sripthe wire from tha poset o the
end. Sip the terminal onto the sirpped
‘nd and cimp the bare withyourcrmp-
ing tool. Then sde the shrnk wrsp in
place ad et . You're done.

“There's  ight way and o wrong way
10 use 3 crimpin tool. Her's the ght
way: When you place  erminal nto the
crimping too, choose the die se that 1
closet i i 1 the barel you'e going
10 crimp. Also, the terminal bare will
have st or seam runaing it lengeh

On aircafqality terminals, - and
other terminals with ugh-qualiy arel,
ihe seam is silver-soldered o welded
shut, 50 it s ncaly invisibe. I cither
case, b sure tht the tenminal i pov
oncd s the protading de contacts he
barrel on the sde opposite heseam. The
reason fo posidoniag the die Ik this s0
it docst punch ino the seam, spliting
open.rthe than fatening the arel 5
it designed 1o do.

“Then, making sure the wire is fully
insered nto the barel, squceze the dies
ogeher firmly and elase. Tog lghty
o the wire 1o make sure the crnmpholds.
I€'s only necessary o crmp one place,
butif you decide o make two crimps, b5
sure the protuding die s posiioncd op.
posite he seam,





